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Drawings and Dimensions for 
N Width End Configuration OptionsC Style MicroPak
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Reference Chart for Pages 3-6
C Style MicroPak

Due to our continuing efforts to enhance our products, we reserve
the right to change specifications without notice or obligation.
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Metric Dimensions (mm)

Outline Dimensions Part Dimensions PCB Dimensions

Width A B C* D A’ B’ F G H J K L M X** Y Z
& Width Height Length Non-Skid Molded Molded Hole End End Bezel Bezel Bezel/ Bezel/ PCB PCB Height 

Height of Foot Part Part Centers Panel Panel Opening Opening End Cap End Cap Width Length Above 
Cover/ Height Width Height Width Height Width Height Recess Recess PCB 
Base Width Height 

5.00 Same Same Note 1
N2 2.75 1.12 6.00 0.10 2.770 1.144 2.390 2.596 0.970 as F 0.874 2.610 0.984 2.51 as C Below 

Q1 1.52 5.00 1.520 1.346 1.120 1.360 1.15
3.89 

Q2 2.52 6.00 2.520 2.346 2.120 2.360 2.15

E1 1.52 1.520 1.346 1.120 1.360 3.94 1.15
6.30 Euro 

E2 2.52 2.520 2.346 2.120 2.360 card 2.15

T1 1.52 5.00 0.12 1.520 1.346 1.120 1.360 Same 1.15
5.57 6.00 Note 2 5.569 5.155 5.395 5.055 5.409 5.28 as C

T2 2.52 7.00 Below 2.520 2.346 2.120 2.360 2.15
8.50

W1 1.52 0.12 1.520 1.346 1.120 1.360 Same 1.15
7.29 9.00 Note 2 7.285 6.871 7.111 6.771 7.125 7.00 as C

W2 2.52 Below 2.520 2.346 2.120 2.360 2.15

Inch Dimensions (in)

*Dimensions shown above are stock sizes. Dimension C can be varied to meet customer requirements.
**Clear opening between extrusion details = X minus 0.23 in.
Note 1: Height above PCB varies with track selected.
Note 2: For security bezel option, non-skid foot height is 0.23 in.

Panel Overlays (Recommended Dimensions)

N Width Q,E,T,W Width

Overlay Height “H” plus 0.010 “H” plus 0.007

Overlay Width “G” plus 0.010 “G” plus 0.007

Corner Radius 0.038 0.104

Tolerance = ± 0.005

*Dimensions shown above are stock sizes. Dimension C can be varied to meet customer requirements.
**Clear opening between extrusion details = X minus 5.8 mm.
Note 1: Height above PCB varies with track selected.
Note 2: For security bezel option, non-skid foot height is 5.8 mm.

Panel Overlays (Recommended Dimensions)

N Width Q,E,T,W Width

Overlay Height “H” plus 0.25 “H” plus 0.18

Overlay Width “G” plus 0.25 “G” plus 0.18

Corner Radius 0.97 2.64

Tolerance = ± 0.12

Same
as C

4.0143.6604.0003.7604.1740.124.17

Outline Dimensions Part Dimensions PCB Dimensions

Width A B C* D A’ B’ F G H J K L M X** Y Z
& Width Height Length Non-Skid Molded Molded Hole End End Bezel Bezel Bezel/ Bezel/ PCB PCB Height 

Height of Foot Part Part Centers Panel Panel Opening Opening End Cap End Cap Width Length Above 
Cover/ Height Width Height Width Height Width Height Recess Recess PCB 
Base Width Height 

127.0 Same Same Note 1
N2 69.8 28.5 152.4 2.5 70.4 29.0 60.7 65.9 24.6 as F 22.2 66.3 25.0 63.7 as C Below 

Q1 38.6 127.0 38.6 34.2 28.4 34.5 29.2
98.8 

Q2 64.0 152.4 64.0 59.6 53.8 59.9 54.6

E1 38.6 38.6 34.2 28.4 34.5 100.0 29.2
160.0 Euro 

E2 64.0 64.0 59.6 53.8 59.9 card 54.6

T1 38.6 127.0 3.1 38.6 34.2 28.4 34.5 Same 29.2
141.4 152.4 Note 2 141.4 130.9 137.0 128.4 137.4 134.1 as C

T2 64.0 177.8 Below 64.0 59.6 53.8 59.9 54.6
215.9

W1 38.6 3.1 38.6 34.2 28.4 34.5 Same 29.2
185.0 228.6 Note 2 185.0 174.5 180.6 172.0 181.0 177.8 as C

W2 64.0 Below 64.0 59.6 53.8 59.9 54.6

Same
as C
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N Width End Configuration OptionsC Style MicroPak
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Drawings, Dimensions and 
Extrusion Cross Sections for Q, E, T and W WidthsC Style MicroPak
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Note: Pages 5, 6 and 7 contain related information.
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Drawings and Dimensions for 
Q, E, T and W Width End Configuration OptionsC Style MicroPak

2: End Panel/Bezel (Security)
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Reference Chart for Pages 3-6
C Style MicroPak

Due to our continuing efforts to enhance our products, we reserve
the right to change specifications without notice or obligation.

© Copyright 1999, Lansing Instrument Corp.           Printed in USA           MPK-C  G3  499

Metric Dimensions (mm)

Outline Dimensions Part Dimensions PCB Dimensions

Width A B C* D A’ B’ F G H J K L M X** Y Z
& Width Height Length Non-Skid Molded Molded Hole End End Bezel Bezel Bezel/ Bezel/ PCB PCB Height 

Height of Foot Part Part Centers Panel Panel Opening Opening End Cap End Cap Width Length Above 
Cover/ Height Width Height Width Height Width Height Recess Recess PCB 
Base Width Height 

5.00 Same Same Note 1
N2 2.75 1.12 6.00 0.10 2.770 1.144 2.390 2.596 0.970 as F 0.874 2.610 0.984 2.51 as C Below 

Q1 1.52 5.00 1.520 1.346 1.120 1.360 1.15
3.89 

Q2 2.52 6.00 2.520 2.346 2.120 2.360 2.15

E1 1.52 1.520 1.346 1.120 1.360 3.94 1.15
6.30 Euro 

E2 2.52 2.520 2.346 2.120 2.360 card 2.15

T1 1.52 5.00 0.12 1.520 1.346 1.120 1.360 Same 1.15
5.57 6.00 Note 2 5.569 5.155 5.395 5.055 5.409 5.28 as C

T2 2.52 7.00 Below 2.520 2.346 2.120 2.360 2.15
8.50

W1 1.52 0.12 1.520 1.346 1.120 1.360 Same 1.15
7.29 9.00 Note 2 7.285 6.871 7.111 6.771 7.125 7.00 as C

W2 2.52 Below 2.520 2.346 2.120 2.360 2.15

Inch Dimensions (in)

*Dimensions shown above are stock sizes. Dimension C can be varied to meet customer requirements.
**Clear opening between extrusion details = X minus 0.23 in.
Note 1: Height above PCB varies with track selected.
Note 2: For security bezel option, non-skid foot height is 0.23 in.

Panel Overlays (Recommended Dimensions)

N Width Q,E,T,W Width

Overlay Height “H” plus 0.010 “H” plus 0.007

Overlay Width “G” plus 0.010 “G” plus 0.007

Corner Radius 0.038 0.104

Tolerance = ± 0.005

*Dimensions shown above are stock sizes. Dimension C can be varied to meet customer requirements.
**Clear opening between extrusion details = X minus 5.8 mm.
Note 1: Height above PCB varies with track selected.
Note 2: For security bezel option, non-skid foot height is 5.8 mm.

Panel Overlays (Recommended Dimensions)

N Width Q,E,T,W Width

Overlay Height “H” plus 0.25 “H” plus 0.18

Overlay Width “G” plus 0.25 “G” plus 0.18

Corner Radius 0.97 2.64

Tolerance = ± 0.12

Same
as C

4.0143.6604.0003.7604.1740.124.17

Outline Dimensions Part Dimensions PCB Dimensions

Width A B C* D A’ B’ F G H J K L M X** Y Z
& Width Height Length Non-Skid Molded Molded Hole End End Bezel Bezel Bezel/ Bezel/ PCB PCB Height 

Height of Foot Part Part Centers Panel Panel Opening Opening End Cap End Cap Width Length Above 
Cover/ Height Width Height Width Height Width Height Recess Recess PCB 
Base Width Height 

127.0 Same Same Note 1
N2 69.8 28.5 152.4 2.5 70.4 29.0 60.7 65.9 24.6 as F 22.2 66.3 25.0 63.7 as C Below 

Q1 38.6 127.0 38.6 34.2 28.4 34.5 29.2
98.8 

Q2 64.0 152.4 64.0 59.6 53.8 59.9 54.6

E1 38.6 38.6 34.2 28.4 34.5 100.0 29.2
160.0 Euro 

E2 64.0 64.0 59.6 53.8 59.9 card 54.6

T1 38.6 127.0 3.1 38.6 34.2 28.4 34.5 Same 29.2
141.4 152.4 Note 2 141.4 130.9 137.0 128.4 137.4 134.1 as C

T2 64.0 177.8 Below 64.0 59.6 53.8 59.9 54.6
215.9

W1 38.6 3.1 38.6 34.2 28.4 34.5 Same 29.2
185.0 228.6 Note 2 185.0 174.5 180.6 172.0 181.0 177.8 as C

W2 64.0 Below 64.0 59.6 53.8 59.9 54.6

Same
as C
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Drawings and Dimensions for 
Q, E, T and W Width End Configuration OptionsC Style MicroPak
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Reference Chart for Pages 3-6
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Due to our continuing efforts to enhance our products, we reserve
the right to change specifications without notice or obligation.
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Metric Dimensions (mm)

Outline Dimensions Part Dimensions PCB Dimensions

Width A B C* D A’ B’ F G H J K L M X** Y Z
& Width Height Length Non-Skid Molded Molded Hole End End Bezel Bezel Bezel/ Bezel/ PCB PCB Height 

Height of Foot Part Part Centers Panel Panel Opening Opening End Cap End Cap Width Length Above 
Cover/ Height Width Height Width Height Width Height Recess Recess PCB 
Base Width Height 

5.00 Same Same Note 1
N2 2.75 1.12 6.00 0.10 2.770 1.144 2.390 2.596 0.970 as F 0.874 2.610 0.984 2.51 as C Below 

Q1 1.52
5.00

1.520 1.346 1.120 1.360 1.15
3.89 

Q2 2.52
6.00

2.520 2.346 2.120 2.360 2.15

E1 1.52 1.520 1.346 1.120 1.360 3.94 1.15
6.30 Euro 

E2 2.52 2.520 2.346 2.120 2.360 card 2.15

T1 1.52 5.00 0.12 1.520 1.346 1.120 1.360
Same

1.15
5.57 6.00 Note 2 5.569 5.155 5.395 5.055 5.409 5.28

as CT2 2.52 7.00 Below 2.520 2.346 2.120 2.360 2.15
8.50

W1 1.52 0.12 1.520 1.346 1.120 1.360
Same

1.15
7.29 9.00 Note 2 7.285 6.871 7.111 6.771 7.125 7.00

as CW2 2.52 Below 2.520 2.346 2.120 2.360 2.15

Inch Dimensions (in)

*Dimensions shown above are stock sizes. Dimension C can be varied to meet customer requirements.
**Clear opening between extrusion details = X minus 0.23 in.
Note 1: Height above PCB varies with track selected.
Note 2: For security bezel option, non-skid foot height is 0.23 in.

Panel Overlays (Recommended Dimensions)

N Width Q,E,T,W Width

Overlay Height “H” plus 0.010 “H” plus 0.007

Overlay Width “G” plus 0.010 “G” plus 0.007

Corner Radius 0.038 0.104

Tolerance = ± 0.005

*Dimensions shown above are stock sizes. Dimension C can be varied to meet customer requirements.
**Clear opening between extrusion details = X minus 5.8 mm.
Note 1: Height above PCB varies with track selected.
Note 2: For security bezel option, non-skid foot height is 5.8 mm.

Panel Overlays (Recommended Dimensions)

N Width Q,E,T,W Width

Overlay Height “H” plus 0.25 “H” plus 0.18

Overlay Width “G” plus 0.25 “G” plus 0.18

Corner Radius 0.97 2.64

Tolerance = ± 0.12

Same
as C

4.0143.6604.0003.7604.1740.124.17

Outline Dimensions Part Dimensions PCB Dimensions

Width A B C* D A’ B’ F G H J K L M X** Y Z
& Width Height Length Non-Skid Molded Molded Hole End End Bezel Bezel Bezel/ Bezel/ PCB PCB Height 

Height of Foot Part Part Centers Panel Panel Opening Opening End Cap End Cap Width Length Above 
Cover/ Height Width Height Width Height Width Height Recess Recess PCB 
Base Width Height 

127.0 Same Same Note 1
N2 69.8 28.5 152.4 2.5 70.4 29.0 60.7 65.9 24.6 as F 22.2 66.3 25.0 63.7 as C Below 

Q1 38.6
127.0

38.6 34.2 28.4 34.5 29.2
98.8 

Q2 64.0
152.4

64.0 59.6 53.8 59.9 54.6

E1 38.6 38.6 34.2 28.4 34.5 100.0 29.2
160.0 Euro 

E2 64.0 64.0 59.6 53.8 59.9 card 54.6

T1 38.6 127.0 3.1 38.6 34.2 28.4 34.5
Same

29.2
141.4 152.4 Note 2 141.4 130.9 137.0 128.4 137.4 134.1

as CT2 64.0 177.8 Below 64.0 59.6 53.8 59.9 54.6
215.9

W1 38.6 3.1 38.6 34.2 28.4 34.5
Same

29.2
185.0 228.6 Note 2 185.0 174.5 180.6 172.0 181.0 177.8

as CW2 64.0 Below 64.0 59.6 53.8 59.9 54.6

Same
as C
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